NOMINAL RESTORATION WIDTH

? ¢

\_
NORMAL TRENCH

| WDTH = D+2" | .N@

NOTES:

1 NATIVE OR IMPORTED MATERIAL

2. COMPACTED SELECT BACKFILL

3. COMPACTED BEDDING MATERIAL

4 SEE SPECIFICATIONS REGARDING
SURFACE RESTORATION AND
MAINTENANCE. (VARIABLE FOR
DIFFERENT SURFACES)

5.  VERTICAL TRENCH SHALL EXTEND
A MIN. OF 4" ABOVE PIFPE

6. Dn4g"

1. 4" MIN. BEDDING UNDER PIFE. 2" IN
ROCK EXCAVYATION

8. MAN.D/g + H/I2" UNLESS
OTHERWISE PERMITTED BY THE
ENGINEER

2. BURIED PIPE

NOTES:
FOLLOW LOCAL MUNICIPALITY REQUIREMENTS,
IF AVAILABLE FROM LOCAL MUNICIPALITY.
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GENERAL NOTES:
-D = THE OUTSIDE DIA. OF THE PIPE IN
INCHES AT ITS LARGEST SECTION.

©

MIN. D+2"
MAX. D+30"

-ALL DIMENSIONS ARE IN INCHES

DRAWING NOTES:

1. FINISHED GRADE

2. CLEAN-OUT - ZURN Z-lele HEAVY DUTY, C/W
VANDAL LOCKING SCREWS

8" X 18" X &" THICK CONCRETE PAD

SOLID PIPE RISER, CAST IRON OR CPVYC.
I8 BEND, LONG RADIUS

WYE FITTING

PLUG END OF WYE FITTING

FITTING AND 1/8 BEND UP TO CLEAN-OUT

ARG AW

DRAWING NOTES:

1 WYE FITTING AND LONG RADIUS I/8 BENDS
SHALL BE USED AT ALL TURNS OVER 45°

2. CONTRACTOR SHALL DEMONSTRATE AND
TEST RUN ALL CLEAN-OUTS TO THE
SATISFACTION OF THE ARCHITECT

3. THIS DETAIL APPLIES TO BUILDING
FOUNDATION DRAINTILE ONLY

4.  SEE SPECIFICATION FOR FURTHER DETAILS.

PLAN -INTERNAL CORNER

[ N

(1) CONDENSING UNIT SECURED TO PAD
(2) 4" CONCRETE PAD
(3 cooLNG LINES To DX COIL

(4 MIN CLEARANCE TO ANOTHER
OBJECT

(1) WELDED ANGLE IRON

@ HINGED CAGE TOP C/AU HASP AND LOCK

() ANCHOR BOLTS SECURED TO PAD

11%7]

(2) 4"DEEP CONCRETE PAD

(5) EXPANDED METAL MESH TACK WELDED
10 STEEL FRAME

139-33751 Tth Avenve
Mission, B.C. V2V 1C2
Phone: £26-9266

PIPE TRENCH DETAIL

\_ NTS. -

z. \_\ " TO 172" PEA GRAVEL
A4
n n . ’ m 00 m b
6" pipE, 6|y A TECORSLAD A_r
7_(_2. DA THMN] /. A . 4 " TS
4" MIN, ] - 3/4"6 CLEAN WASHED
T \\\\_Umb_z ROCK
PIPE .
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DRAINTILE

UNDISTURBED S0IL OR
COMPACTED SAND BASE

NOTES:
PEA GRAVEL AND DRAIN ROCK SHALL BE CARRIED OVER TO FOUNDATION WALL
AND FOOTINGS WHERE DRAIN TILES ARE SHOUN.

CLEANOUT INSTALLATION DETAIL D
NT.S.

-

\\|_U_br TYPE THERMOSTAT

3/4%¢ .. nﬁ
- >

DD

| vACUUM BREAKER
T . . TEMPERATURE AND
._. | D - PRESSURE RELIEF VALVE

} |DOMESTIC HOT WATER TANK
HWT-1 {1\ PRV
d[ne x
T

NORMALLY CLOSED BYPASS
YALYE

|PIPED TO DRAIN
GATE VALVE

/ FINISHED FLOOR
——]8LEEVE 6LAB
AL Ht
CJ|:u_m_z_wu FLOOR DRAIN _ m\\l___\u "o DCW SUPPLY

NOTES:
TANK TO BE BOLTED DOUN TO FLOOR AND SECURED AT TOP WITH A BAND FIXED TO THE WALL

CONDENSING UNIT SCHEMATIC DETAIL
/ NTS. K

4 DOBNEY C-20 COVER 4 /
FRAME, COVER ¢ FRAME “——JFINISHED GRADE
SHALL BE HOT ASPHALT T
DIPPED AT THE FACTORY ./._moov%ﬂm.ﬁm SPACER RINGS

| PRECAST REINFORCED

- T——{CONCRETE LID ¢ SECTIONS

¢ SUITABLE TO H22 LOADING

Z

£ LADDER RUNGS
o0 CAST IRON BACKWATER VALVE
o CAl 32° DOWN TURNED ELBOW
T+
T
o v DISCHARGE PIPE
Ol A

74 PIPE SADDLE ¢ 3" SUPPORT

C/M BASE SECURE SUPPORT TO
SUMP WITH 2 ANCHOR BOLTS

INLET PIPEFT—""_

mvn.w*

POURED IN FLACE 24

REINFORCED BASE WITH

112"¢ BARS AT &" OC. — — = _
EACH WAY AT MID. DEPTH /_ L8 | Y e
UhDia _0 *
- || W__
@:IV | .—
NOTES:
FOR SUMPS OVER 48" DEEP PROVIDE 1/2"
GALVANIZED STEEL LADDER RUNGS CAST INTO
WALL AT 12" ON CENTER FOR FULL DEPTH
GROUT ALL JOINTS AND AROUND INLET 4
OUTLET PIPES
REFER TO DRAUWINGS FOR PIPE SIZES AND SUMP DEPTH (W) SUrP DIAMETER
ENTRY POINTS TO eUMP PIT (INCH) (Min. 1.D.)
LESS THAN 48" 42"¢
PROYIDE WELL COMPACTED CLEAN RIVER GREATER THAN 48" 48

SAND AROUND SIDES AND BOTTOM OF SUMP

PIT ¢ BASE SET GRATE ¢ FRAME AS

ASHPALT
CONCRETE

ROUGH LANDSCAPE
FINISHED LANDSCAFE

THE FOLLOWING:
172" BELOW FINISH GRADE

FLUSH WITH FINISHED GRADE

3" ABOYE ROUGH GRADE

FLUSH WITH FINISHED GRADE

CONTRACTOR TO VERIFY WITH THE LOCAL
PLUMBING INSPECTOR AND INCORPORATE ANY
ADDITIONAL REQUIREMENTS

N

CONDENSING UNIT CAGE DETAIL

N.T.S.

\|A<mz._. PIPE EXTENSION (TYF)

|

\\l:u_.\.,m_.__zm
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EXTERNAL DRAIN TILE INSTALLATION DETAIL

\_ NTS. -

NOTES:
. 16 ga. MIN STEEL RETAINING ANGLES
GALVANIZED STEEL SLEEVE. DUCT MAY ATTACH TO SLEEVE OR DAMPER

BREAKAWAY JOINT - USING "S" SLIP CONNECTION ON TOP AND BOTTOM WITH DRIVE SLIPS ON THE
SIDES, OR ARE PER MANUFACTURER'S RECOMMENDATIONS. CAULK AIR TIGHT - 4PLS.

DUCT, GAUGE AS SPECIFIED

APPROVED FIRE DAMPER, SHUTTER, OR BLADE

FUSIBLE LINK

ACCESS PANEL

FLOOR GRILLE

174" THICK INSULATION

PRSP EA WN

~

WATER ENTRY AND HOT WATER TANK DETAIL
/ NTS. -

- N

FIBRE GLASS
~a INSULATION

YAPOUR BARRIER SEAL

ULC APPROVED
SILICONE FIRE STOP
SEALANT (172" THICK MIN.)

VAPOUR BARRIER SEAL
FIRE RATED WALL

SILICONE FIRE STOP [
7 SEALANT (ULC APPROYED)

 FIRE RATED
FLOOR SLAB

,/J
o 0 R SR A RPN
Q

STEEL SLEEVE
(23 GUAGE)

¥ MINERAL
PACKING FIBRE

CALCIUM SILICATE
INSULATION

CALCIUM SILICATE

STEEL SLEEVE \ INSULATION |

(23 GUAGE)

MINERAL PACKING

FIRE WA NETRATIONS FLOOR SLA NETRATIONS

NOTES:

ALL PIPE PENETRATIONS THROUGH THE FIRE RATED SLABMWALL SHALL BE INSULATED WITH MOULDED HIGH
TEMPERATURE HYDROUS CALCIUM SILICATE INSULATION USING AVAILABLE PREFORMED SHAPERS. THE
INSULATION SHALL BE INSTALLED AS OUTLINE BELOW.

THE INSULATION PRODUCT IS TO BE 1" THICK CALCIUM SILICATE INSULATION, MANUFACTURED BY MANVYILLE
(THERMO-12) OR MANSON (CALMAX).

THE INSULATION 1S TO BE INSTALLED ON THE PIPING THAT PENETRATES THE FIRE RATED SLAB/WALL FROM THE
UNDERSIDE OF THE RATED SLAB TO A POINT &" BEYOND THE POINT OF PENETRATION.

INSULATION SHALL BE APFLIED TO CLEAN, DRY SURFACES OF STRAIGHT RUN PIFPE WITH ALL JOINTS BUTTED
TIGHTLY TO ENSURE A SNUG FIT.

MINERAL FIBRE PACKING TO BE MANVILLE (CERAFIVREQOR CARBORUNDUM (FIBERFRAX) TIGHTLY PACKED.
FIRE STOPPING SHALL BE INSTALLED BY A QUALIFIED APFLICATOR

TYPICAL HORIZONTAL FIRE DAMPER DETAIL

N.T.S.

/

FIRE RATED SLAB/WALL PENETRATION DETAIL
/ NTS. \

BUILDING SUMP DETAIL
f NTS. \

PLUMBING VENT TERMINAL DETAIL

N.TS.
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DATE : NovV 20l|

SCALE : NTS

JOB NO : 1252|0586
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